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1 Introduction

1.1 Introduction

NVMS Lite is a security management software with the powerful capabilities of video surveillance manageménie neadview,
recording storage, recording playback, recording downloads, alarm linkage, deoadity Wall and keyboard control. NVMSte can
meet the various demands of sefled projects and can be widely used in the video surveillance of industrial parks, education, banking,

chain stores, buildings and transportation.

Video Cable

Network Cable PC

Decoder

Smart Face Smart Perimeter

Recognition

Security
Alert

Surveillance

'} W

Face Face Perimeter Alert
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1.2 Software Architecture

Service

Client

AHD-DVR




1.3 System Components

1.3.1 System
'a N
Control Center
Client +Service IP-SAN
(" Front-end Access Background Monitor
Canera Client {7 M’ Decoder Cll‘i:n
°C . - l ‘ | _- }
=
! s -
pve|xvvR |
[
e swifch TV wall %
swifch switch
. J v

1.3.2 Front-end Access

Frontend devices include IPC, DVR and NVR.

You need to connect monitor devices such as IPC, DVR and NVR to internet through hubs or routers accessed by Cat5 or Cat5
cables (lesthan 100 meters) or optical fiber.

Run monitor client through local PC to configure the local video monitor, monitor devices and so on.

1.3.3 Background Monitor

Background monitors include TV Wall, Monitor, etc.

You can set up the retime image of display déses, these display devices including-Wall (decoding images to show on the
TV-Wall through video decoder), digital display screen and so on.

Run monitor client through local PC to view, playback and remotely configure and manage-thmere@eo of fontend monitor

devices.

1.3.4 Control Center

Realize various services, such as, video transmission, recording, decoding on TV wall, etc.
Add IP-SAN storage array to realize centralized storage.

Connect servers and-RAN storage array to internet through silis.

Set up IP addresses in accordance with the actual situation.

1.4 \ersion

NVMS lite 256-ch video signals




2 Configuration Requirement

2.1 Software and Hardware Configuration Requirement

Server/Monitor
Client

Inter(R) Core(TM) i5 7500 3.0GHz o
above /16GB memordTSATA/
Gigabit NIC or AMD HD6570 or
above, 512MB GDDRS or
above/500GB SATA/ Gigabit NIC

Windows 10 Profesional/Ultimate

As needed

Note: Face recognition IPC configuration: the application scenes should be fi@&ta@sity Monitoring, or the snapshot interval

should be set more than 1s.

When all IPCs added to the platform perform face detection or compatfee number of the captured pictures reported to the platform

should not exceed 1,000 per minute.

Therecommende®4-bit hardware configurations are as follows.

Monitor
Client-64bit

Inter(R) Core(TM) i5 7500 3.0GHz
or above /16GB DDR3itel HD
Graphics5302GB or above
NVIDIA GeForceGTX 10606GB
or above & multi-screen : 2GB
GDDR5 memory /500GB
SATA/Gigabit NIC

Windows 10
Professional/Ultimatélome 64bit

As needed

2.2 Requirement for Firewall

In order to ensure the network security, it is necessary for the system to set up a firewall. All momsitsingdbbte opened on the installed

servers. The open ports are as follows:

Authentication Server Internal Port 6003
Configuration Server Internal Port 7002
Internal Port 6006

Media Transfer Server
Auto Report Port 2009

StorageServer

) ] Internal Port 6009

(windows versiorIP-SAN)
Alarm Server Internal Port 6033
Intelligent Server Internal Port 6069
TV Wall Server Internal Port 6036




Note: The abovementioned ports are the default internal ports of servers. If all these monwadified, these open ports shall be modified

accordingly in the firewall configuration.

2.3 Checking Installation Environment

Hardware Check whether the hardware meets the standard required. (including CPU, memory, HDD, etc.)

Softwae )
system, NVMS version, etc.)

Check whether the software meets the standard required. (including the type and version of the

Frontend device Check whether the device access is normal.

Firewall setup Check whether those open ports of firewadiet the standard required.
Network Check whether the networks of freend devices and center equipments are normal.
TCP/IP config Check whether the settings of IP address, subnet mask, gateway and DNS correct.

2.4 Configuring Server IP Address

The IP addess of the server (computer) is the IP address of the platform. Please make sure the platform and other devices @te connecte

WAN/LAN. It is recommended that the platform and the devices that are about to be added to the platform are in the samettcal

segment. Here is how to set the server IP address:
1. Connect the network cable to the server, power on and start the server.

It
2. Clickat the | ower right corner of

’ » Control Panel » All Control Panel tems » Network and Sharing Center
File Edit View Tools Help

Control Panel Home

Change adapter settings ﬂbh'l &
—

Cha.nge advanced sharing ADMIN-RC Network 12
settings .
(This computer)

View your active networks

Change your networking settings

{i- Set up a new connection or network

t he

Network 12 Access type:
Public network Connections: [ Local Area Connection 3

computer desktop and

View your basic network information and set up connections

¢

Internet

Connect or disconnect

Internet

Set up a wireless, broadband, dial-up, ad hoc, or VPN connection; or set up a router or access point.

See full map

\

3. Click ALocal A@eRr €pemeicésodn xo0
4, Sel ect |1 Pv6e or |1 Pv4 according to

t

he

actual

net wor k IPedn v i

ron



T s R

General Metworking
. Connect using:
Connection
P4 Conneciinity: Internet ‘ & Realtek PCle GEE Family Coniroller ‘
Iij Connectivity: Mo Internet au;s:
Media State: Enable This connection uses the following tems:
Duration: 14 days 04: 5446 T
Specd: 100.0 Mb & Client for Microsoft Networks
peed: - Hops = (105 Packet Scheduler
g File: and Printer Sharing for Microsoft Metworks
i Intemet Protocol Version 6 (TCP/IPvE)
B8 |niemet Protocol Version 4 (TCP/IPv4)
v Link-Layer Topology Discovery Mapper |/ Driver
Activity - Link-Layer Topology Discovery Responder
Sent —— &k ——  Received
= l Install... l | Uninstall | I Properties "
Bytes: 2,125,192 | 9,285,794 Description
Tranemission Control Protocol/intemet Protocol. The default
wide area network protocol that provides communication
di int ected networks.
[ @Properﬁesl [ @ bl ] [ T ] across diverse interconn netwarks
\ Close oK || Cancel

5, Select fAUse the foll owing | P sadifdult gaseway and BDNIS sérfereaddressesra¢cordjng to¢he t h
actual network environment. After that, cligRK] to save the settings.

Internet Protocol Version 4
General

You can get IP settings assianed automatically if your network supports
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(7) Obtain an IP address automatically
(@) Use the following IP address:

IF address:
Subnet mask: 255.255. 0 .0

Default gateway:

Obtain DNS server address automatically
(@) Use the following DNS server addresses:

Preferred DNS server: 223.5 .5 .5

Alternate DNS server: 223.6 .6 . 6

= ) )
validate settings upon exit




3 Install and Uninstall the Software

3.1 Install the software

1) Doubl e cl i ck 0 Seedttedl engvage needade O .

.. NVIMS Lite Editicn - InstallShield Wizard [ £ I

Select the language for the installation from the choices below.

| Engiish [United States) ~|

2)  Atip will pop up to suggest you to close the antivirus software. If no prompt window appears, please skip this step.

'tip | 28 I

It is suggested that the 360tray.exe be closed first and then continue!

OK |

3) Click il accept the terms of the license agreemantl then click [Next].
4)  Click [Browse]to select the installationdation and thenlick [Next].

ination Location

uill install files

nt folder, click Brows slect another

5) Ch e ddunch Softwar@ as needed and then click [Finish]o.




InstallShield Wizard Complete

The In ite Edlition. Click Finish to exit

TnstallShicld <Back Finish Cancel

3.2 Uninstall Software

If the new version needs to be installed or there is red b@ use this software, this software can be uninstalled. It is strongly
recomnended to back up the configuration data before installing the new version of NVMS.

Cl i c k AWASPregram®d NVMS ServeAUni nstall to pop up the following wizard.
"Ny |
MVMS Lite Edition - InstallShield Wizard |

This operation will delete NVMS Lite Edition from your computer, Continue?

ves || No

=

Select whether to delete the databaselligent analysis da or configuration fless needed. Then <c¢clicking th
uninstallation.

Uninstall Options

InstallShiald <Back Hexts> Cancal




4 Login

4.1 Login

Double click the shortcut icon of AMonitor Clientodo to run the

User Name

admin

Password

Remember Password Auto Login

Login

® | have read and agree

W Enter username and password (the default userissmdenin; the default password 2345§.

Y Check fiRemember Passwordo or fAAuto Logind as needed.

y  Click [Login].
If it is the first time for you to login, you should chefikhave read and agree Application Privacy Statetent

If you forget the password,@plase cl i ck fiForget passwordo. Then a small window

pre-defined questions.

Reset Super Administrator Password

Create Security Questions / Answers

Question:  What is the nam

Answer

Cancel

questions and answers, you eBnpasgswebr (

If youdond setorforget he securi ty
to go to the dynami cthgnasswo

and then click fiDynamic Passwordo
send these information to the technical staff to get the dynamic password. Note that the management skememnaust be installed in

the same server, or the CPU ID, the current time and MAC address cannot be searched.




Reset Super Administrator Password

Dynamic Password

Config er:
CPU ID: J0DADGS3
MAC Add

Current Time: 2022

Dynamic Pa rd:

Cancel

4.2 Quick Wizard Settings

After you log in, the system will pop up a wizard and the password modification is required.

Quick Configuration Wizard

Nev
Confirm P

Weak Middle ® Strong

If this is the fird time for you to log init is recommended toreate security questions and answers.
It is important that you remember the answers for these questions or you will not be to reset your password and be locked out

Click fiSkipoto skip the following wizargetup.




Quick Configuration Wizard

Create Security Questions / Answers

Question:

No more tips for security questions

Click fiNext. This will bring you to the device time correction interface.

Quick Configuration Wizard

£¥ Device Time Correction

e Time Correction (& Synchronize Time Zone

Previous

Click AiDevice Time Correctioi Then you can synchronize time zone.

Click fiNext. Then you can select the function display module in the home page.
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Quick Configuration Wizard

[¥ Select a plan

Target Counting Data Dashboard

Select Allf/Cancel Previous Finish

Click fiFinishdto complete the wizard setup.

After that, a record partition setting box will pop up. Please check the record partition as needed.

Record Partition Setting

Partition Symbol Partition Size Remain Size

Cancel

4.3 Main Menu Interface Introduction
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Unprocessed: 0

Alarm Time

Intelig

nagement Video Previewl User Manag

Data Dashboard

s | Heat Map | Historical Stati

erAlarm @ Alarm Task @)

Authenticati

er a v

Devi e Alarm Proces Handling Status ion Remarkc

7.00.1 Port: 6003 User Name: admin cPU: 04% Memory: @51%

There are five parts in the main menu interface. The descriptions of each parshoavn below.

Menu Bar

!

1 Menu Bar 4 Status Bar
2 Tab Bar 5 Alarm Information Bar
3 Functional Areas

Tab Bar

E fiLi ve Vi ewo, AEdIi t live viewo

E I ncluding fASwitch Us éwich PlalbRé&@ yMbodt €y o Padslwo
and ASkino

ﬂ Click it to lock the operation page. Click

Functional area

Video Preview | To view live images and to record, snapshud talk, etc.
Record &
To remotely play the local records or back up records.
Playback ypay P
Search Including image search by face, face comparison retrieval, license plate comparison retrieva
snapshot retrieval and visitor record search.
E-Map To manage and display maps, hot spots, etc.
TV wal To set TV wall and decoding videos on TV Walls
Management
Group . L .
To manage people and assign the access permission; To add vehicles
Management
Smart display video window, device status, faoeparison, human body temperature screeni ,
Data Dashboard etc play P y P ADAR

12



Target Counting | To monitor and analyze people/vehicle flow in real time

Resource . .
To add, modify or delete areas, devices or servers.
Management
User . L
To add, modify or delete user ace and set permissions for these accounts.
Management

Alarm Center | To set alarm linkage, schedule, SORnEil, SIRA, alarm task and so on; To search alarm logs.

Operation and
Maintenance
Management

To search, export and maintain logs; To back up or restore ooaign; To display device/server/reco
status

Configuration To set record path, snapshot path, system startup and maintenance, overload, alarm view and so

Common usenodules:

You can move the module which has a high using frequency to the thatsbi$ convenient to be used.

Place the cursor on the module you want to move to the frequent use module, and then a penta’)imlh l{e displayed on the

top right corner of the module. Click this icon to move. Ondbmmonuse display area, ck H to make the module return to its
original place.

Video Preview Video Preview

Video Preview | Alarm Preview = E-Map Monitoring Vi ‘ E-Map Mo

Wizard Settings:

On the bottom right corner of the functional area, cI to show the following wizard guide.

B Video Monitor Guide

g TV Wall Guide

Other buttons:

Click it to hide the interface.

Click it to zoom in or out the interface.

Click to exit the software.

[+l < flofl 1]

Click it to add the live view page.

13



When the tab pages exceed the applicable numbers, this icon will display. Click it to view the
tabs.

Common buttons:

Click it to edit the item.

Click it to delete the item.

Check the camera and then click it to select

Check the camera and then click it to remove

Click it to add all items

Click it to remove all selected items

Click it to link to itself

Expand menus

[

Collapse menus

14



5 Device Management

5.1 Add Encoding Device

I'n the main menu interface, tol igook tfAdcdc,e Hdiltl oomi nye li enttee rOeavciec ¢

Add, Edit or Del g g ; g Cha g Task

+ Import/Export * (& Chang a @ Server (3 Change S

Device Name Type Channel Number Alarm In Number Alarm Qut Number

Add Encoding Device

Decoder (Online/Total number: (

Intelligent An e (@l Quickly Add Manua d nitiati epo Unbound Auto Report Device
() Refresh £ Batch Modify IP Device Quantity:3
Storage Server (Online/Total nur
Device Name Modify IP A Activate Subnet Mask Protocol Version
Media Transfer Server (Online/Tc
IPC 10.15.1.88 £ 255.255.255.0 Standard Device 5.1.1.0

In the adding encoding device interface, you can view the activated devioadiivatedd e vi ce. Cl i ck the HAAct i v
to sort.
Activation: <c¢l i ck A No passwadofthedRCeactarding to the tip m eheppmativiateom boxt. After successful

activation, the IPC can be connected normally.

uantity:

Activate

Maodify IP Address Activate

Activate Onvif

ssword

Confirm

Cancel

Automatic

If fAActivate Onvif usero is selected, t he pass wasword you enteréde | P
here.

Batch Activation: check the inactivate devices and then click [Activate] to enter the password of the IPCs irufhagation box.

After successful activation, these IPCs can be connected normally.
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Modify IP Address Activate Subnet Mask Protocol Version

Stan

Standar

Standar:

Then cl i ck dévited.drau can@dd andltgply devices in this interface, such as face detection IPC, face recognition IPC/NVR,

face recognition terminal, active deterrence IPC, ANPR camera, etc.

5.1.1 Quickly Add

Click [Refresh] to quickly search devices in the same local artas shown below. Check the device and allocate the transfer server,
storage server, area for it. After that, click [OK].

Click fnDefaul't passwordo to set the default user namenBbahuh pass
et c. The defaul t username of the standard device is fAadmin an
Note:

* The default media transfer server and storage server can be selected when adding devices. Users can also createarasfemedia t
server and storage server in advance (see Add Media Transfer Server and Add Storage Server).

* Area must be set up before adding devices. Click [Add Area] to create an area (See Area Setting).

5.1.2 Manually Add

Add Encoding Device

Protocol User Name

Standard Device 6036 admin asssee

Select Transfer Server  Transfer Server

Select Area default area

Default Password Cancel

@ Enter IP address/IP range/domain néBeeial No./URL/IPv6 address, username and password and choose protocol type.
@  Click [Test] to test whether the device is connected successfully or not.
®

Select transfer server, storage server and area and then click [OK].
Devices can be added in batch byiag IP range.

I f AURLO is selected, you shall add the device via RTIgkP pr o
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[Test] to test whether the device is connected successfully or not.

Add Encoding Device

Manually Add nitiativ pori Unbound Aut

omain Name/Serial No./URL/IPV& Protacol User Name

1/profilel RTSP == admin

Standard Device 6036 admin P

How to get a URL?

Here we takethe PC of our company for exampl e. Log i nAtidett woiff BB P T | i
interface to configure RTSP.

The default RTSP port is 554 and the URL format is #Artsp:/ /1P
rtsp://12.168.1.1:554/profilel. Profilelstands for main stream; profile2 stands for sub stream; profile3 stands for the third stream.

For the URL of a device from other companies, please consult their technical documentation.

5.1.3 Initiatively Report

Sel ect atthe edlyniRteiport o Tab to see the following interface.
Add Encoding Device
Manually Add Initiatively Report Unbo

Device Number Protocol User Name

Standard Device admin

Select Trans rver  Transfer Server Select S or [

default area Automatically Link Area

Default Password Cancel

(@  Enter the device ID set in the DVR/NVR or IP camera and choose the protocol.
If the DVR/NVR is needed to add, please goto Netwokl at f or m Access interface of the DV

address and port (default 2009) of the NVMS and then set the device number of the DVR/NVR.
If the IP camera is needed to add, please go to Network Configké8ienr ver Confi guration of the

enter the IP address and port (def20i09) of the NVMS and then set the device number of the IP camera.
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# s Config Home » Network » Advanced
ystem

N
Port ECUETSE Onvif DDNS  SNMP 802.1X RTSP RTMP  UPnP Emai FTP  HTTPS QoS
¥ Enable \

Server Port 2009 |

IServer Address  |10.214.11.99 |__.+> IP address of Media Transfer Server

| Device ID 4924 | \J‘
[ save |

Device number

Network

@ Select the transfer server, storage server, area and then click [OK].

5.1.4 Quickly Add Auto Report Device

For the auto report devices, you caetoadthemquickkhe AUnbound Auto
Note: please fill out the auto report information in the NVR/IPC in advance and then the device information can be searehed in th

AUnbound Auto Report Devicedo interface.

Add Encoding Device

Unbound Auto Report Device

) Refresh
Device Name Serial No. Protocol Select Transfe...

1 1 Standard Devi... Transfer Server

default area

Default Password Cancel

5.2 Modify or Delete Device

After devices are added sucdedly, they will be listed as below.

18



[l Delete + Import/Export - hange Area () Change Transf

Type Channel Number Alarm In Number Alarm Qut Number IP A

— Standard D... ] 0 0
Decoder (Online/Total number: 0/0) Stanaarc

The device channel number, alarm status, online status and record status can be viewed from the above table.
Click H to modify the device information.

Click to delete the added device.
Select the desired devicasdaclick [Delete] to delete multiple devices simultaneously.

5.3 Device Area Selection

Select one or more encoding devices and then click [Change Area] to modify the area of the selected devices.

Add, Edit or e g ! g C g Task

s Add T Delete + Import/Export ~ (" @ Change Area )y & Change Transf ver (#) Change Storage

Form
Type Channel Number Alarm In Number Alarm Out Number IP Addred

Standard D... 0 o 0
Decoder (Online/Total number e

5.4 Batch Import/Export
You can import multiple encoding devE&\NVR/IPC) in different local network at a time. The setting steps are as follows:

1. Create an Excel file and then edit the device information as follows. Please copy the text of the first line.

A B C D E
1 |ip port protocal userName password
2 10.214.40.88 6036 standard device admin XXX
3 10.214.40.89 6036 standard device admin HHKX
4 10.214.40.43 9008 standard device admin 123456

Protocol: four protocolgi saonbdbgeg Gisedntar@NviFencted ngDakMu &o

2. Save the file as fi.cvso or fi.xl sxo.

3. Click HomeA Resource Manageme¥ytAdd, Edit or Delete Device. Then click [Import/Export] to show a ddopgn list. Click

[Import] to import the file.

Add, Edit or Delete e ] ng / g Channel ¢

1 Delete ® Change Area (2 Change Tran (® Change Stora

e Form Import

e Name ype Channel Number Alarm In Number Alarm Ou
Batch export

e Name Standard D... 6 1

Decoder (Online/Total number: 0/0) Export Templ,

Intelligent Ar erver (Online/Total number: ... Export Template

Export encoding deges: check the device you want to export and then click [Save Form] to export the device list.
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5.5 Device Upgrade
I'n the AAdd, Edit

neeakd.

ing

& Add

Decoder ( ne/Total number: 0/0)

Note: When multiple devices are upgraded simultaneously, the selected devices must be the same series.

5.6 Device Setting

Del

+ Import,

Device Name

et e

Channel Number

1

Deviceo interface,

(® Change Tr. er (3 Chang

Type Channel Number

Alarm In Number

Alarm In Number

Form

Alarm Out Number

c hecradetypeaas de v i

(® Save Form

Batch Upgrade for NVR/DVR

Go to Homé\, Device Setting interface as shown below. In this interface, the parameters of the device can be set up.

Encoding Device OSD Setting

Differentdevices have different menus. Please configure the device according to the corresponding user manual.

5.7 Area Setting

Go to Homé\, Area Setting interface as shown below.

5] Add) [0 Delete All Empty Area

Parent Area

Area Name

Channel Number

Create Area

Cancel

Click [Add] to go to Area adding interface. Enter area name to create parenttaaalick [OK] to save the settings. To create sub area,
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click [Add], choose the parent area, enter the area name and click [OK].

5.8 Channel Group Settings

Go to Homé, Resource ManageméftChannel Group Setting interface as shown below.

Channel Group Setting

3 Add) 1T Delete

Chani Add Channel Group

Channel Group Name

Keyboard Number 1

Dwell Time

Parent Channel Group

Selectable Device /186 Selected Device

Cancel

Click [Add].

Ente channel group name, channel group and dwell time.

Select the parent channel group.

Add channels to the channel group. Check the desired channels anliuk add channels; choose the selected channel and click
to remove those channels; Cli to addall channels; cIicka to remove all selected channels. You can also enter the key
words to search the channels and then select them.

Z Click [OK] to save the settings.

<< <S

5.9 Task Management

Set the face capture source, schedule and applicable scenario.

lle Template
Monitoring Point Monitoring Point Applicable Scenario | Face Capture Source ™ Schedule N

NVR capture face
K& More Setting

FaceCapture by IPC: it is applicable to the face detection camera.

Face Match by IPC it is applicable to the face recognition camera.

Note: Face recognition NVR, Temperature Reading Panel, Thermal network camera and IPC without face detection functmet cannot
task here.

More parameters about face comparison can be set by clicking [More Settings].
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Face Comparison Alarm
Block List Stranger Allow List

Similarity

Similari

Intelligent Server Setting

® Enable Face Detection of the Face Recognition IPC

Send Captured Pictures to FTP

Enable .

FTP Server Address

FTP Server Port 21

FTP File Path  /

™ Anonymous

Face Comparison Al ar m: Sel ect f a cow Listdoo nipsard esloenc taelda,r mwhleins ta e
successfully compared witheallow list, alarms will be triggered.

Similarity : Set the similarity of the face comparison.
Intelligent Server Setting pl ease check AEnable face detection of the face |

If checked, the intelligent server will get all face wap pictures of the IPC after you configure face comparison parameters and set the
schedule for the IPC. All these face snapshots can be searched in the Search interfage $Earok).

If unchecked, the intelligent server will only get the matched faepshots after you configure face comparison parameters and set the
schedule for the IPC. Only the face snhapshots successfully matched with the face database can be searched in thefegearch inter
(HomeA Search).

FTP Settings Send the captured picturesRTP. Please set the corresponding parameters according to your FTP server.
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6 Group Management

6.1 People Management

You can add group fdwo librarie®d Person Lisand Block List.
Here taking AAdd target to person |listodo for example

6.1.1 Add Group

) Add the parent group
Go to Homé, Group ManagemeAt People & Vehicle ManagemeqtPerson List.

Person List A M De =] roup Fa rd H Import ~

® Create

Add Group

Delete Employee Group Name

Permission Group

Cancel

Click [Create] to add a group, or right click on the blank of the person list column and then click [Add] to add themmup na

Note: The added parent gromame and face information under it will be synchronized to the face database of the NVR, but the sub group
name will not be added to the NVR. The face information under the sub group will automatically be added to its parenthgrdlyH.

If the parem group fails to synchronize to the face database of the NVR, but the face information of sub group is successfullyhadded to
NVR. Now, the face gr oup snteligent seivdr IRcrebtien timea(gig ypepar eat i g mostdown B a me
below.

No. Group

1 2022 4 21_10.214.200.200_32 (3853)

2 2022 4 22 10.214.200.111_1 (1128)

3 2022 4 22 192.168.52.214 47 White default!0)

Group Name in NVR

For IPC, the added face information under person list and VIP list will be automatically added to the allow/white lift@f The added
face information under visitor list and block list will be synchronizedhéodorresponding list.

Add the sub group:

Put the cursor on the parent group name and then youmumdfidl S €ec¢
sub groups can be created.

Person List

Default Group
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Click H to modify the group name and permissgoup Click . to delete the group.

6.1.2 Add Target

You can add targets for twibrarie® Person List, Block List.

) Add target one by one
Select the group name and then click [Add] to add the target information

Person List 2 1 Delete  [< Chang up Failure Record ] Import ~

Add Target

O Basic

Name

Gender ® Male Female

Work ID

Telephone

s than 200KB

Remark

Detail A

ID Type ) Card Birthday

ID NO Country

Province City

Work Type Email Add

Add and Continue

Click [Upload and select the face image edvin the local PC. Then fill out the corresponding information and click [OK] to save.

Note: the resolution of the face image shall be less #QKB.
If the target is added to the group of the VIP, register date and VIP level shall be fill in.

Batch mport

recommended

Cancel

In the above interface, cliciopwnload Template] to export an Excel template and then fill out the corresponding information in the table

as shown below.

After that, create a file named Al mageo and then

put t

A B C D E F G H I 1 K L M N

1.The marked red item is required;

2When entering the phone number and certificate number, please add '; for example, 13500000000 is written as '13500000000;
3.The date format is 2020-01-01;

4.The certificate number shall not exceed 20 digits;

5.The VIP level is general, medium and high;

Name  BithDate Gender  IDType IDNO Country Province City Telephone Remark  VIP level  Registration Date Department Type of work
Helen 2020-08-05 Female  IDCard 123  China  Sichuan  Chengdu ' 13500000000 High 2020-08-05 T engineer
David 2020-08-05  Male IDCard 12 China  Sichuan  Chengdu " 13500000000 High 2020-08-05 T engineer

Put he image file and the personal information file into the same directory.

Click [Import] A [Excel Import]

Staff Number
011111
12222

Picture address
Helen.jpg
David.ipg

he
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Person List C i Delete [ Change Group Failure Record [3 Export Al [Z) Download Template

Excel Import
Batch Import

File Import

Click [I mport] and then select fABatch importodo to i mmbrt face
Click[Imporfand t hen select AFile importo. You can select whether t
Search Subfolders: choose a folder including multiple subfolders and then all pictures in the folder and its subfdiderspeitted.

Not Search Subfolders: the picturaghe folder will be imported, but the pictures in the subfolders will not be imported.

0 Convertimages to an Excel

Mul ti ple images also can be converted to an Excel. Then click
1. Name the facénages (like David_Male_19891-0 3 _Engi neer _Groupl), separating each fi

2. Clicking on [Formatting tools] displays an image conversion box. C@ to select the desired images.
3. Click E respectively to set the image naming rules and conteghedfeader.

Image Conversion Tool

Image List
Image Maming Rules

Content of The Header

*Generate Excel for import

Note:

1. The naming sequence of each image selected must be the same. Please select the image naming rules in accordance with
sequential order of the name of the image.

2. The content of the header must contain those items of the imageandroan be selected in any order.

3. The content of the header must contain name and group (face database), which can be entered in the image name inadslvance and

can be edited in the exported Excel.

R Modify or Delete Target
Name

- "- Work ID

Gender Female

Remark [

Vil Y >

\
-
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After the target is addédclick H to modify; click . to delete.

Click E to view the target list as shown below.

[ Delete [ Group Failure rd () Import ~ 3 Export xport All £ load Template

[3) Formatting
Edit Name Birthday Gender 1D Type ID NO Country Province / Group
-30 Female D Card Default Gro...

2022-10-30 Female D Card Default Gro...

Click ACustomd to customize the target display information.

Click AChange groupo to change the group.

6.2 Vehicle Management
6.2.1 Add Vehicles

U  Add vehicle groups for each vehicle list

Click - on the right of a vehicle list (Allow List/Block List/Temporary Vehicle) to add a vehicle group under the vehicle list as
shown below.

Note: If you want to add vehicle groups under a vehicle list, you must etigblese plate synchronization function by clicking
Configuratior Server Configuratiofy System Setting first.

Add Group

Vehicle Registration

Name
Block List

Temporary Vehicle Cancel

Select the desired vehicle list vehicle group under a vehicle lamd then click [Add] to add the relevant vehicle information.
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Vehicle Registration ] Add [V Delete [ Import - L3 Export

Add New Vehicle
1
Block List MNumber Plate

Temporary Vehicle Owner Input Method @ Input Manually Select from person list
Name
Phone
Vehicle Type  Small Car
Vehicle Color  Black
License Plate Type
Start Time

End Time

Description

Add and Continue Cancel

u Binding devices for each vehicle group

Click E beside the group name to bind devices for this group. All vehicles under this group can be bound to the selected devices. Aft
these devices are bound to this group, the vehicles you add later will automatiuaiiigdsie devices.

Edit the binding

Name

Selectable Device

default area default area
=P IPC101
NVR1009

Vehicle Registration

Allow List

Block List

Temporary Vehicle Cancel

6.2.2 View, Modify or Delete Vehicles

After you add the vehicle, you can view, modify or delete the vehicle information as needed.

3] Add 0 Delete E Impori - BE 5 vnload Template -

Number Plate Mame Work 1D Phone Vehicle Type Vehicle Color De Operation

ABC123 Small Car Black
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Select multiple vehicles and then click the [Delete] button to delete multiple vehicle informatior at onc

6.2.3 Import or Export Vehicles

Click [Export Template}, Export Template(.xIsx/.csv) to export a template. Then fill out the relevant vehicle information.

3 Add [T Delete (& Import = 3 Export [3 Export Al ~

Mumber Plate MName Work ID pi  Export Template(xlsx]

Export Template(.csv)

After that, click [File import] to import the vehicle information. Click [Export] to export the dd@dicle information.
You can also get vehiclaformationfrom license plate recognition cameras/NVRs. The setting steps are as follows.
. Click iObtain from Deviced

. Select the device type.

. Select vehicle list (Allow List/Block List/Temporarydt) of the LPR camera/NVR.

. Select a vehicle group of the platform.

. Click to add.

. Click iOKa to synchronize the vehicle list of the selected device todhrespondingyroups of the platform.

o 00 A W N B

Obtain from Devices

group2

block1

Cancel

Note: If you want to get license plate informatidrom devices, you must enable license plate synchronization function by clicking
Configuratiomy, Server Configuratioy System Setting first.

6.3 Permission Management

Click HomeA People &Vehicle ManagemehtPermission Managemetd go to the following interface.

You can view the sync records or bind the camera to the group or people.

U Add Permission Group
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In the permission group interface, click [Add] to add a permission group. Enter the name and set the schedule anchededieds as

Il Delete

[@) People Sync Record Query

Name

&= Vehicle Sync Record Query
- - Schedule Template  pefault full tim dule ¥ Schedule Setting

Selectable Device /1 Selected Device

Click fiSchedule Settirigto set the desired schedule. You can set weekly schedule and holiday schedule as needed.

Schedule Setting

Schedule Template & Weekly Schedule Holi
® Add Fcpyo 2 4 6 8 10 12 14 16 18 20 2

& sun. NN I

& von. [l (! [
0’0 Tue. [
& Wed. [

o’o Thu. [

# [ B

Cancel

Click [Add] to add a new schedule template name. Double click the schedule name to modify it. Then you can select tharstisedul
it as needed.

Weekly Schelule:

Set the scheduled time from Monday to Sunday for a single week. Each day is divided in one hour increments. Green mésahs sched

Blank means unscheduled.

Add: Add the schedule for a special day. Drag the mouse to set thertithetimeline. Or cick E to manually set the time period;

click to add new time period.
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Time Allocation

Period1

Select All
Mon. Wed.

Thu. Sat.

Cancel

You can copy the above time period to other days by checking the relevant days. After that, click [OK] to save the settings.

Additionally, you can also copy the time period by kilhg . For example, click in front of Sunday, Monday and Tuesday,
and then drag the mouse on the timeline of one of them. After that, other days thatﬁahuiﬂ automatically copy the set time

period. You can also cIic nextto “Copy’ and then drg the mouse on the timeline of one day, and then the other days of the
week will automatically copy the set time period.

Erase: Drag the mouse on the scheduled time period to delete the set time.

Delete Schedule: Put the cursor on the schedule nameemd tleletion icon will appear. Click it to delete the schedule.

Holiday Schedule

Set the scheduled time for a special day, such as a holiday.

1. Click thefiHoliday Schedulétab to enter the holiday schedule page.

Holiday Schedule
Al

) Start Time
Holiday Schedule

@ Holiday Schedule Setting

2. Click fiHoliday Schedule Settiigo set holiday schedule. Cli¢ldddo on the left panel to add a new holiday schedule. Enter the
holiday schedule name as needed.

3. Select the holiday schedule. Clitkddo on the right panel to set date and time period.
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Drag the mouse on the timeline to dwt time period or clickm to manually set the time period. Cliéicleao to clear all

information of the current holiday schedule.
4. Click [OK] to save the settings.

Holiday Schedule

Holiday Schedule 1] Clear All
)0 ( Start Time

0 2 4
01-01 [T

Note: Holiday schedule takes priority over weekly schedule.

u Permission Binding

O+
Click to bind the group or person to the selected devices.

anagement

s Add [ Delete
Name Schedule Tem...

1 7*24

Authorization Binding

Selectable Selected
E

Block

Clear All

After the binding is complete, you can modify or delete the permission group as needed.

U People Sync RecordQuery

Period

6 8 10 12 14 16 18
|

Cancel

20 22 24

£

Cl i RebplelBync RecordQuéry t o vi ew the permissi.on binding status

of
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After the permission binding is complete, you can cI. to delete the sync record here.

Note: 1. When the device is offline, the target synchronized to it cannot be deleted. Then you can delete the synchronizatluereecords
and then delete tharget.

2. The added group or person must be bound with one or more cameras, or the face comparison result will not be gotten by th
platform.

U Vehicle Sync RecordQuery

Click fivVehicle Grou or fiDeviced to view the sync status of all vehicles under eagthicle group or device.

Vehicle Group

Vehicle Group

Note: If you want to view the vehicle sync records, you must enable license plate synchronization function by clicking
Configuratior Server Configuratiof System Setting first.

32



7 Search
7.1 Image Search by Face

(D Selet a picture and picture source.
(2 Set the start time and the end time.
(3® Set the maximum count and similarity.

® Click [Search].
Note: Only face recognition NVRs added to this platform support this function.

Face Recognition NVR = & Map track

Monitoring Point Similarity Picture Record Playback

Monitoring Point Similarity i Record Playback

Playback
; (1227007280001 04

0:01:00

E-Map Track View:

Create an Hnap. You can create or delete aimBp in this interface. The hot spot can be added to-thetoo.

B
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Clear All & ack (& Map Track

Map Track

£ E-Map Setting ) Play Track Line

E-Map Setting

oring Point v

Eghaing o f W
Depatment V& omd
Exit

Saridsr-

l Canterance. [ Cenbror

Riom Roon

Dosartment Derceanfe Camzfe: sbrehasn
i

- waw——f——‘

| erstont Geaerl
Fmnsl | plareing Nonages

FbD ecartnert gt Cegainan
BpETEL | [ypaiay  [CEEISL Faen

Verduuse
Sensor | |

Playback by Tracks

Play Track Line: Click this button to play the track line on a map.
Playback by Tracks: Click this button to plde track video.

7.2 Face Comparison Search

(D Go to Search®, Face comparison retrieval interface.
@ Select the IP@nd query method. Then selecatch typeor target as needed.

(3 Set the start and end time and then click [Search] to search the face pictures.

Monitoring Point

N
Allow List89%

q \ 1% / - ] " Il =77 #
Allow List:83¢ 2 [ Allow List78% |

Time

202

Totak: 20 50

7.3 License Plate Comparison Search

1. Sekct the camera.
2. Enter the license plate and select the match type.
3. Set the start time and end time.

4. Click [Search]
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license plate

Match Type

/11Page

7.4 Smart Snapshot Search

The snapshot results from the intelligent server and face recognition devices can be searched. Yal ¢tha seapshots of human face,
human body, motor vehicle and romotor vehicle.

For example: Search faces from intelligent server

Monitoring Point

Total: 3

If the snapshot type is human face, put the cursor on the captured picture and then some shortcut buttons wikkthe display




Click + to add the capture picture to the library. Select the library on the left and then fill out the informationap§éisick [OK] to
add.

Put the cursor on the captured picture and then ([,]( to quickly search images by this picture.
Put the cursor on the captured picture and then @(to quickly download the captured picture.

Search vehicles from intelligent server

[

==
B _J

‘k\sm

Click @ to quickly skip to the playback interface and play the record.

Click E to view the snapshot detailscloding the original image, target picture, snapshot type, snapshot time and so on.

Select the searched pictures as shown below and click [Export] to export the selected pictures.

You can also export all searched pictures in the current page ophedingfiSelect Current Pagandclicking [Export].

Search vehicles from face recognition NVR
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Click @ to play back the record in a small window; cIi to quickly download the captured picture.
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8 Live View

8.1 Live View

Go to Homd, Video Preview interface as shown below.

Monitoring Point v [P Cemere0]

Channel Group

The descriptions of the live view buttons are as follows.

Self-adaptiv

Screen display mogleclick @ to view
1 more screen display modes. Please seleq 6 Show/hide arget tracking box
needed.
2 Full screen 7 Close all previews
3 Enable/disable OSD 3 Save the current view mode
4 Enable/disable broadcast 9 Choose the camera stream
5 Manual alarm output

Channel stream: main stream, sub stream, third stream arablaplf’e stream can be optional. When the third stream is selected, the

system wi || automatically switch to sub stream if the channel

Toolbar on the display window:

&

Close image Zoom in

|O)]

Start/stop recording Zoom out
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Enable/disable audio

Fit to window

5

Snapshot Manual alarm output
PTZ control D Enable/disable talkback
Monitoring point setting (camera setting) '~ri‘|."E Enable/disable channel talkback

3D zoom in

O,
When the IPC under the DVR/NVR dee has access to the channel, cI

)
monitor client; cIick to enable twewvay audio between the IPC and the monitor client.

Rightclick button function:

Close . Start .
| Enabl le talkback
Channel Close image Talkback nable/disable talkbac
Start Record | Start/stop recording Channel Display channel name, IP address and
Info. current stream
Instant Click it to play back immediatel Stream Choose video stream
Playback play y
Audio ON Enable/disable audio Full Screen | Display image in full screen
L he imaga rightness, ratiot
PTZ Control | Click it to show PTZ control panel !mage Set the age brightness, - saturatio
Adjustment | contrast and so on
Snaoshot | Capture images Manual Click it to select alarm output device af
P P g Alarm Out | then trigger alarm out manually

4:3/16:9/Criginal Size/Full Screen: screen display proportion; please select it as needed.

Note: the platform only can enable audio of one window. If the audio is enabled inindewythe audio in previous window will be

disabled.

Monitoring Point Viewing

Start View

To start live view, please drag cameras from the list to the right display window or select a window and then douldecalichrth

The image can be dragged toyavindow at random.

Monitoring Point

default area

Stop View

s

(@  Place the cursor on the live view window to display the menu toolbar and then click

@ Right

i

OINFAGRURUER YO

click on the |live v

iew wi

ndow and

P

[IQ? /28°118=61-33 “\_“;‘

to stop viewing.

then select

iCl
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® Click ﬁ on the toolbar of the liveiew interface to stop all live view.

8.2 Smart View

In the live view interface, click.” on the right of the interface. A menu bar will be shown on the interface as shown below. Then you can
switch the preview mode between video preview and smart viewing.mod

Note: .: it is a smart mode icon but not a functional button. You must click the smart display button under it to show the

corresponding results.

The descriptions of the button on the right

Preview only mode . Smart mode icon

g

Smart Snapshot: retime display of snapshotg ) ) )
Face Comparison: Retime display of face

@‘ including face, human body, motor vehic .
o ) ) comrparison results
non-motor vehicle and vehicle plate.

Plate Comparison: Retime display of licensq [
i . Full Screen under smart mode
plate comparison results s

8.2.1 Face Comparison
If it is the first use of face comparison function, please configure it in tteiolg order.
Add face comparison devicA Create a groupA Add targets to the groupA Set taskA Realtime View A Search faces

1. Go to Hom& Resource ManagemeitAdd, Edit or Delete Device interface to add face recognition devices.
2. Create a group, add targetsthe group and bind permission for them. Please refer to chapter 6 People & Vehicle Management for
details.

3. Set the task for these added face comparison device. R@&skdManagemerior details.
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4.

For the added NVR withface recognition function please set the face comparison parameters by entering

Managemerfi Device Setting interface. Refer to the following interface.

Add, Edit o

Encoding Device

default area

Device Name_IPC02

vice Nat

Pl ease sel

ect fASuccessful
similarity. Finally, save the settings by clicking [Apply].

n Detection  Face Comparison

Group Name Similarity%

1

2022 10_28_10.15.1... 7

Resource

Recogni t i onpgarately. Aftérshatrchenkghe group and setthee d e

If the face comparison settings cannot be set according to the-atemt®mned way, you can log in the web client of the NVR and then
configure fae recognition to realize the auto report of the face match result as shown below.

Live Display Playback

Search and Backup Intelligent Analysis Function Panel

_EE Event Notification

Function Panel » Face Recognition

Camera Name

Enable ¥ Suecessful Recognition [ Stranger
1PC2333 ~ 9 9
Parameter Settings Successful Recognition Stranger
Face Recognition LPR -
Detection 4 Recognition Detection Recognition Face Group @ 01
I‘. Al Event
- Face Database Plate Database ﬁ:
Face Recognition|LPR| edule [ [v]
People/Vehicle Perimeter|More Enable €l Successful Recognitiest [ Stranger Text Prompt ]
Parameter Setting Successful Recognition  Stranger
it [ Enable alarm output pulse(Access Control)
Z General Event
Face Group Similarity (%) - [ Trigger General Record £
o1 B ) ] [ Push ‘ rp—

Camera Name

IPC2333 ~

Face Recognition LPR

Face Database s

Detection Detection Recogni

Plate Database =

Additionally, please make sure the face detection function is enabled for the Al IPC (click DeviceASediiegDetection).

# Start Draw & Clear

Detection area

ax

fin  Min @

Motion Alarm Linkage Exception Detection

Face Detection(IPC)

Hold Time (s) 20

Source Informati

Save Face Information

Face Comparison | Face Detection | P etting  Cruise Setting  Device L ¢
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View the reaktime snapshot and compariso result

Face capture results can be pushed by the cameras with face detection function. Human body/motor vatotbe/mehicle capture
results can be pushed by the cameras with human/vehicle classification function. Face Comparison and licempaiatnaesult can

be pushed after the face/license plate comparison is configured, even if the corresponding cameras are not playing wewhe liv

interface.

Monitoring Point

@ \ L ® Stranger

\-‘ Y ®rE

@ B ® Stranger
- Y mE

/:' Ex R ® Stranger
¢ . e
s Y ®E

Y EE (@

In the smart snapshot area, click the corresponding icon (face/human body/motornatioletor vehicle/plate) to filter the display of
smart snapshots. Disable the selection and then the corresponding smart snapshots will not be displaﬂacblmtinkto quickly go to

the smart snapshot retrieval interface.
G e & e

l <15 years...  Female ave ale S . <15 years.

Mask On

For attribute display séttgs, please refer to snapshot attribute settings for details.

Note: If you want to view the detailed attribute/feature information of the snapshot images, you should add the Al IPC with video

metadata function and this function must be enabled first.

Quickly adding the detected target to the face database:
Put the cursor on the face snapshot and then click +. The following window will pop up. Select the group and thenefitietaxtatht

information to add.
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Person List

Block List

Add to Group

Click to quickly skip to the image sedr by image interface.

Cancel

;.I
The captured picture can be exported. Cl.[._.—.‘ and then select the export path and then click [OK] to export

Face ComparisonDisplay Settings

B

Click E on the right corner of the live interface to display the configuration windowaagrsbelow. One or more items can be

selected.

Popup prompt: if enabled, the alarm box of the corresponding face comparison result will pop up. If disabled, the alarrmbbgogill

up.

Face Matching Settings
Pop-up Prompt Block List

Frame Holding Time

Statistics Displa

Face Comparison(Today)

Vehicle Matching Settings

Pop-up Prompt Block List

Frame Holding Tir

Vehicles

Abnormal Temp

Block List (People)

Plate Comparis

Configuration

Allow List

Show Automatically Hide Automatically
k Off

Stranger

Allow List

Show @ Automatically Hi Automatically Hide(5s)

Block List (Vel

Frame Holding Time: select the alarm pap window holding times needed.

Automatically Hide(

Automatically Hide(10s) H
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Statistics display: If selected, the corresponding statistical information will displayed on the top of the preview window.

Abnormal Temp: 0 Mask Off: 0

Configuration

Face Matching Settings

Block List Allow List Stranger

how Automatically e(3s) Automatically Hide(5s) Automatically Hide(10s)

¥ Abnormal

Block List {

Face Comparison Records

Click to view the face comparison details. CIi to quickly add the captured face picttoethe face database.

Verified Target Info(details)

Nai

Gender Unknowi

Add to Groun
QI E

Person List

N ET

® Stranger
Default Group ~
Gender @ Male Female

Work ID

Telephone
han 200KE is

Remark
Detail A
ID Ty D d Birthday 2

IDNO Country

Click to quickly enter the face comparison retrieval interface. Select the camera and click [Search] to search the face comparisor

results.

Monitoring Point
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8.2.2 License Plate Comparison

If this is the first time for you to set the license plaeagnition function, please follow the procedures.

Enter Group Managemeft People & Vehicle Managemeft Vehicle RegistratioA Add VehiclesA Task Setting View Reattime

License Plate Comparison ResgtSearch License Plate Comparison Result

1. Go to People &ehicle Managemerd Vehicle Registration interface. Click [Add] to add the vehicle information to Allow List

or Block List.

Vehicle Registration

2. Click the nTaskbo

scenari o. Sel

ule Template

Monitoring Point

default area

ce Name_IPC

Device Name_IPCO1

3. Ensure that the license plate recognition IPC has already enabled the license plate detection function.

ect

& Impor ~  [2 Export

Add New Vehicle

Number Plate

Owner Input Method @ Input Manually Select from

Name

Phone

Vehicl e mall Car

Vehicle Color  Black

License Plate Type

tab t
Ve hi

Maonitoring Point

Device Name_IPC

Start Time

End Time

Add and Continue Cancel

o setting |license plate

cle deployment control o

Applicable Scenario | Face Capture Source Schedule
Face Surveillance, Vehicle deployment ... Vv Empty

Applicable Scenario

® Vehicle deployment control

Cancel

r ecpiablel t i on

and

cl
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Encoding Device g ma ing Stream Setting ctio m L tion License plate detection Fac

PR07 28 20:15:12 | Enable

default area

& Draw area

Detection area

License Plate Capture and Comparison Settings

Popup prompt: if enabledhe alarm box of the corresponding license plate comparison result will pop up. If disabled, the alarm box
will not pop up.

Vehicle Matching Settings

Pop-up Prompt Blocl List Allow List

Frame Holding Tir Show @ Automatically Hide( Automatically Hide(5s) Automatically Hid

ate Comparison(Today) Block List (Vehicle)

Frame Holding Time: select the alarm pap window holding time as needed.

Statistics display: If selected, the correspondingistizal information will displayed on the top of the preview window.

Abnormal Temp: 0 Mask Off: 0
N
7

Configuration * | e Temporary C )

Pop-up Prompt Block List [ Allow List [ ] Stranger

Frame Holding Time(s) A w Automatically Automatically Hide(5s) Automatically

{Today) Abnormal Temp

on(Today) Block List (P

Vehicle Matching Settings

Pop-up Prompt Block List [ Allow List

olding Time(s) A w @ Automatically Hic Automatically Hide(5s) Automatically Hide{10s)
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License Plate Capture Records

Click . to view the license plate capture details.

Detail

Click @ to quickly go to the record playback interface.

Note i f you donot lesreecordtlikage is motconfigdredsfar theecdrresponding events, no record will be searched
after you enter the record playback interface.

License Plate Comparison Records

Click . to view the license plate comparison details.

Verified Target Info(details)

® Temporary C

Target Picture
319
Device Name_IPC03
10-28 20:19:03
2 = &
DY

—

License Plate
Name

Phone

Vehicle Type

Licence Plate Color
Alarm Source

Alarm Time
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Click E to quicklyenter the vehicle plate comparison interface. You can search the captured vehicle plate as needed.

® Temporary C

8.3 Channel Group View

U Channel Group Setting

Go to Homé, Channel Group Setting interfate set the channel group (S8hannel Group Settings sectifor details)

0 Start Channel Group View

After the channel group is set successfully, go to live view interface as shown below.

Monitoring Point

Channel Group

(5] (8} (5] (z6) (4] (E) b= (@) () [ B

You can start the channel group view as follows.

1. Choose the screen display mode adogrdo the channel number of the channel group. Select a window and then double click the
channel group name to play all channels in the group.

2. In the current screen display mode, select a window and thenE:kbeside the channel group name to pldychbnnels of the
channel group in this window in sequen@ut the cursor on the channel group namaigplay )

If there is only one sub channel group under the parent group, select a window and th@climkxt to the parent group name to play

all channels in the parent group and the sub channel group in the window in sequence.
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(v
Select a window and clic next to the sub channel group to play all channels of the sub channel group in this window in sequence.

3. If there are several sub channel groupder the parent channel group, cI next to the parent group name and then all sub

channel groups will play in sequence. The screen display mode will automatically adapt to the channels of the sub group.

Monitoring Point v

Channel Group A [[RCOA

1A S eh

52110/28 20:36:18
|

Click to play the previous sub channel gpo click to play next sub channel group; cIi to stop auto switch among

the sub channel groups.

il Stop Channel Group View

@  Place the cursor on the atgwitch window and then clic@ to stop viewing.
@ Rightclicktheautess wi t ch wi ndow | @k tChemnellibock oiGt op Vviewing.

® Click on the toolbar of the live view interface to stop all live view.

Close Channel

Image Adjustment

W Full Screen

8.4 Plan View

I'n the |ive view interface, sel ect ivVi ewd on the | eft menu

49
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View

Video Previ
Create View
Management Video Preview1*

Save View

Modify View

Delete View

Add View Plan

B

@MORight c¢click ALive View 10 a.tbhaddsal aew FWCeevatpe avii. e v@d i @k i
adding view window. Enter the view name and click [OK] to set view plan.
@ Select screen display mode and then drag monit@aigs or channel group to each window.

®Click fAViewd on the |l eft menu and then right cupimenk tosaveethen e wl

view plan or C|ICk on the live view interface to save the view plan.
Double click vew name to call the view plan.

. Modify or Delete View Plan
Select the added view and then right click to prompt alb@p wi nd o w. Select fAModify Viewd or 0

view plan.

Start/stop auto-switch

If multiple view plans savedjou can play these views in sequence.

[i4] (1] (1]

Enter the dwell time (5~3600s) and then click [Start @wtidch] to play these views in sequenCéick to view the previous view;

click to view next view; click to pause.

8.5 Multi -Screen View

In the video peview interface, muliscreen view can be realized by holding a tab and dragging it to other monitors (graphics card should
support multiscreen output at the same time).
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Home Rs anagement Video

Video Preview2

v

v

A

Start Auto-Switch

Start Auto-Switch

CIicknon the float window and sel ect iditiRenaininterface.o Mai n Wi ndowo t ¢

8 v o x

2022

Return to Main Window

8.6 PTZ Control

CIick@or right click to select APTZ Control o to enter PKadd cont

cruise can be controlled through PTZ control panel.
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o .
¥ :Preset; = :Cruise; u : Trace

8.7 Instant Playback

In the |ive view interface, right click on a pl ayilayghe mdordnnel
instantly (the record of the channel in the past five minutes will be searched andffaydioke time that the record exists).

se Channel
Window Scale

4 Start Record

, Snapshot 1 min ago

£ Audio On 3 mins ago

PTZ Control 5 5 ago
Manual Alar Storage Server

Stream Network Device

Channel Info

, Full Screen
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9 Record & Playback

9.1 Record Configuration

This device supports many recording types, such as manual recording, schedule recording, motion alarm recording, setantditey,m
etc.

9.1.1 Schedule Recordin

GotoHom&fiRecord Settingo.

Stream Type | Record Schedule ™| Audio | Recording Before Alarm(s) v | After Alarm Time(s) | Expire Time(day) | Offline Record

Device Name_|PC Main Stream OFF Open

Device Name_|PC Main Stream OFF Open

Device Name_|PC Main Stream OFF QOpen

To set schedule recording, select the channel, stream type and schedule. Then Click [Apply] to save the settings.
Recording Before Alarmset the time to record before the actual recording begins.

After Alarm Time set the time to record after the actual recording is finished.
Expire Time set the expiration time for recorded video. If the set date is overdue, the recorded data will be deleted automatically.

Offline Record: When the IPC/NVR is disconnected with the stosageer, the IPC/NVR starts offline record. After the network is
connected again, the offline record of IPC/NVR stored on the SD card or HDDs will automatically transfer to the storage serve

Note:
1. The time of the IPC/NVR must be the same as thege@erver.
2. Amaximum of 8 channels can simultaneously transfer the offline records to the storage server.

3. Due to the limit of the storage capacity, the previous records of the IPC may be overwritten if the disconnectidodilnegsso

that ony a part of records can be replenished.

4. Only support the most recent-ti@ur record replenishment.

To set schedule:
@ Click the ASchedule Settingo tab to go to the following
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Record Backup Search Picture Re

#¥ Schedule Setting

Schedule Setting

Record Schedule Schedule Name ~ 5#24
® Add & Copy

o’o Sun.

& Mon.

@ Click [Add].

Schedule Setting
Record Schedule Schedule Name  New Schedule 1
® Add & Copy

0’0 Sun.

& Mon.

G'O
New Schedule 2

(® Enter the schedule name.

@ Set the schedul@®rag the mouse on the timeline to add or erase the time p@liokl.ﬂto manually set the time period.
Put the cursor on the set schedule name and then a deletion icon will appear. Click it to delete the schedule.

9.1.2 Alarm Linkage Recording

(I  Goto Homé, DeviceSetting interface. Select the desired device to enable and set schedules.

@ Go to Homeéy Alarm CenteA Alarm Setting as shen below. Select alarm type, enable record, set linkage channel and set
schedules.

(3® Click [Apply] to save the settings.
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Alarm Type

Name Audio g Preset ha Record he Alarm Preview Snapshot]
Y] A @ : Device Name_IPC v OFF Null Null Null

Name PC  * OFF Nul Nul Nul
OP Setting

Monitoring Point-Video - . Null
o iy Fels ke [Device Name |IPC] Record Linkage Setting u
. Monitoring Point-A o

Email Settings Monitoring Point-Excepti  Enabled @)

Null
Monitoring Point-Line Cr
4 SIRA Alarm Settin
ity AT ST Monitoring Point-Region Null

Monitoring Point-P SelzeEk el T

Monitoring Point-Face D
Null
Monitoring Point-C
Monitoring Point-People default area Null
Monitoring Point-Scene ¢
Monitoring Point-Offiine
Monitoring Point-Targ
Monitoring Point-Face Cc
Monitoring Point-Therme
Monitoring Point-Therma
Monitoring Point-Abnorn
Monitoring Point-Tempet
Monitoring Point-Fire det

Meonitoring Point- Anti-te
~ Cancel

9.2 Record Playbad

In the main menu interface, click ARecord Playbacko dofthgo t
devices and storage server can be played.
There are three types of record playback: normal playback, smart playbaaebgrart playback by license plate.

9.2.1 Normal Playback

Area Description

1 Playback area 3 Record timetable area

2 Toolbar 4 Time and event search area; resource are
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